Legend

- Gully
- Existing/Working Structure
- Failing Structure
- Log Jam
- Knick Point
- Residential/Municipal Stormwater
- Exposed Pipe
- Top of Bank

Channel Stability

- Rank 1
- Rank 2
- Rank 3
- Rank 4
- Rank 5

Bank Stability

- Rank 1
- Rank 2
- Rank 3
- Rank 4
- Rank 5

No Name 1 Ravine
Ranked 37 out of 47
For Erosion Potential

Disclaimer:
This map is for general information purposes only. A Registered Land Surveyor should be consulted to determine the precise location of features on the ground. This map does not constitute a regulatory determination and is not a base for engineering design. This map is intended to be viewed and printed in color.
Lake Michigan Watershed
Ecosystem Partnership
Strategic Subwatershed Identification

c/o Alliance for the Great Lakes
17 N. State St., Suite 1390
Chicago, IL 60602
312-939-0838

Date: 2/2009

Legend

<table>
<thead>
<tr>
<th>Feature</th>
<th>Icon</th>
</tr>
</thead>
<tbody>
<tr>
<td>Gully</td>
<td>✓</td>
</tr>
<tr>
<td>Existing/Working Structure</td>
<td>⬤</td>
</tr>
<tr>
<td>Failing Structure</td>
<td>⬤</td>
</tr>
<tr>
<td>Log Jam</td>
<td></td>
</tr>
<tr>
<td>Knick Point</td>
<td></td>
</tr>
<tr>
<td>Residential/Municipal Stormwater</td>
<td></td>
</tr>
<tr>
<td>Exposed Pipe</td>
<td></td>
</tr>
<tr>
<td>Top of Bank</td>
<td></td>
</tr>
</tbody>
</table>

Channel Stability

- Rank 1
- Rank 2
- Rank 3
- Rank 4
- Rank 5

Bank Stability

- Rank 1
- Rank 2
- Rank 3
- Rank 4
- Rank 5

Ravine No Name 2
Ranked 35 out of 47
For Erosion Potential

Disclaimer: This map is for general information purposes only. A Registered Land Surveyor should be consulted to determine the precise location of features on the ground. This map does not constitute a regulatory determination and is not a base for engineering design. This map is intended to be viewed and printed in color.
No Name6 Ravine
Ranked 34 out of 47
For Erosion Potential
No Name 8 Ravine
Ranked 43 out of 47
For Erosion Potential

Legend
- Gully
- Existing/Working Structure
- Failing Structure
- Log Jam
- Knick Point
- Residential/Municipal Stormwater
- Exposed Pipe
- Top of Bank

Channel Stability
- Rank
1
2
3
4
5

Bank Stability
- Rank
1
2
3
4
5

* Sections with a rank of 1 are considered the worst

Disclaimer: This map is for general information purposes only. A Registered Land Surveyor should be consulted to determine the precise location of features on the ground. This map does not constitute a regulatory determination and is not a base for engineering design. This map is intended to be viewed and printed in color.